
Vibrations
without damper

(m/s2)

240221_AF_809_EN_CA_01

Vibration frequency: 12,000 v.p.m.

Reinforced rubber nose available upon request

Horizontal
works

Ergonomic Heavy-duty
jobs

IP67 protection

Technical Data

MP AFP
High frequency
pistol motor-in
pokers

The MP-AFP pistol vibrators get all
of the same features as the 42V
M-AFP series, and furthermore
a pistol grip handle for
horizontal work.

VIBRATION RANGE

+ + + +

Standard length: 15m cable and 0.8m hose (Other lengths available) 

Safety voltage of 42V/3~200Hz (Consult us for 240Hz connection)

Thanks to its pistol 
grip, it is ideal for 
horizontal work.

The pistol grip 
provides excellent 
ergonomics and 
handling for the user 
and is ideal for work 
environments where 
high mobility is neces-
sary.

More powerful and 
stable vibration than 
mechanical vibrators, 
making them an 
excellent choice for 
heavy-duty jobs.

Fully protected against 
rain and dust.

VAS vibration absorption system available upon request

Hardened poker tube and nose

The MP AFP pokers work connected to the converters

MODEL Weight
(kg)

Length
(mm)

MP3 AFP 6.5 353

MP38 AFP 8 370

MP5 AFP 10 365

MP6 AFP 13 403

MP7 AFP 15 365

Diameter
(mm)

30

38

50

58

65

Max.
performance

(m3/h)

10

20

30

35

40

Intensity
(A)

3.5

8

10.5

15

22

0.91

1.18

2.02

1.95

2.44

Vibrations
with damper

(m/s2)

0.31*

0.34*

0.46*

0.39*

0.49*

*With the optional VAS system


